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APPENDIX C

SVTS EQUIPMENT LIST

NOTE:  The equipment cited in this Appendix is representative of
current SVTS baseline equipment. This list may change throughout
the life of the contract.

1. Hardware.

a. Processors.

(1)  MicroVAX II: 1 per site, 1 at Hub

(2)  VAX 4000-200: 1 at Hub

b. Disk Drive(r)s

(1)  RA60 Disk Drives: 3 at Hub

(2)  RX50-D, Dual Flexible Disk Drive: 2 per site

(3)  TU58 DECtape 11: 2 per site

(4)  TU81/TA-81 Tape Subsystem: 1 at Hub

(5)  UDA50 Disc Controller: 1 at Hub

(6)  TK50 Tape Drive: 2 per site, 1 at Hub

(7)  RF-31R Disk Drive Rack Mounted: 1 at Hub

(8)  RF 31-RA, 38lMeg Removable: 1 at Hub

c. Computer Interface, etc

(1)  DEUNA, Ethernet Controller: I at Hub

(2)  DHUll Terminal Controller: 1 at Hub

(3)  DHVll Serial Interface: 4 per site

(4)  IEU11-A IEEE-488 Interface: 1 at Hub

(5)  IEQ11-A IEEE-488 Interface: 1 per site

(6)  QMA DMV11 Synchronous Controller: 1 per site
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(7)  DECrouter 2000: 5 at Hub

d. Computer Terminals.

(1)  VT240: 1 at Hub

(2)  VT240: 1 per site

(3)  VT340+: 1 per site

(4)  VT320: 7 at Hub

(5)  VT420: 1 at Hub

(6)  DEC 3100 Workstation: 3 at Hub

e. Printers

(1)  DEC LA120: 2 at Hub

(2)  DEC LA-12: 1 per site

(3)  DEC LP25/26 Line Printer: 1 at Hub

(4)  DEC Letterprinter 210: 1 per site

(5)  GENICOM Series 3180-3404: 2 at Hub

f.  Databeam

(1)  CYTEC LX/64-S Matrix: 1 per site

(2)  DATABEAM 1911 Color Monitor: 1 per site

(3)  Viewsonic 21" Color Monitor: 1 per site

(4)  HARRIS, Multipoint Control Unit: 1 per site

(5)  Seiko, CH-5300 Color Hardcopier: 1 per site

(6)  TSI, CANNON, Laser Printer: 1 per site

(7)  DATABEAM CT500 Processor: 1 per site

g. Key Management System

(1)  386sx COMPAQ: 1 per site



APPENDIX  C - 3 -

(2)  Mother Board with 1 meg RAM SIMM: 1 per site

(3)  Two 3.5" Disk Drives: 1 per site
(4)  Eight RS-232 Serial Ports Configured on one Board:

1 per site

(5)  768 SRAM Disk with Battery Back Up: 1 per site

h. Video (CODECS, Cameras, Monitors)
(1)  CLI Rembrandt II/VP CODEC: 5 per site

(2)  HARRIS Freeze Frame Graphics Logic Card: 1 per
site

(3)  JVC CG-V60U Character Generator: 1 per site

(4)  PANASONIC Color Video Monitor BT-S70ON:  5 per
Sites 2 and 10, 8 per site 8

(5)  PELCO Model PT27OP/PT270-24P Pan/Tilt: 1 per site

(6)  PELCO Model MPT224DT/115DT Series Pan/Tilt
Controls: 1 per site

(7)  PELCO PM200C Light Duty Ceiling/Pedestal Mount:
1 per site

(8)  PELCO RKS10/RKS20/R300 Rack Mount Kits: 1 per site

(9)  SIGMA, Video Distribution Amplifier (VDA), VDA-
115: 5 per site

(10)  SIGMA, Audio Distribution Amplifier (ADA): 2 per
site

(11)  SIGMA Video Sync Generator, CSG-160: 1 per site

(12)  SONY 19" Color Video Monitor: 6 per site (except
sites 2,3, and 10)

(13)  SONY 25" Color Video Monitor: 2 per site (except
sites 2, 3 and 10)

(14)  SONY DXC-750/MD 3 CCD Video Camera: 2 per site
(only 1 per sites 2 and 10)

i. Conference Control Panel (CCP) (not at sites 2 and 10)
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(1)  AMX Access Software Panel: 1 per site

(2)  AUTOPATCH 4X DM Audio and Video Switchers: 1 per
site

j. Switches

(1)  DYNAIR Series 25 Switching System, MP-9200B System
Controller: 1 per site

(2)  DYNAIR Audio/Video Switch Control: 1 per site

(3)  DYNAIR Audio/Video Switch: 1 per site

(4)  DSC Hub Switch, DEXCS1L: 1 at Hub

(5)  TIDEWATER ELECTRONICS, Orderwire Switch: 1 at Hub

k. Audio (Speakers, Other)

(1)  Crown Microphone, PCC 170: 2 per site

(2)  BOGEN Amp, Model GA-2: 4 per site

(3)  Coherent VC 3000 Echo Canceller: 1  per site

(4)  JBL Speaker, U-160: 2 per site

(5)  PIONEER Speaker, TS-X200: 3 per site

(6)  RANE SM26, Audio Mixer: 3 per site

(7)  HARRIS, Volume Control Unit: 1 per site

(8)  HARRIS, Volume Control A/B Switch: 1 per site

(9)  HARRIS, Volume Control Panel: 1 per site

(10) HARRIS, Mic ON/OFF Light w/controller: 1 per site
(except sites 2 and 10)

(11) Harris, Crossover Network: 1 per site

(12) Dorrough VU Meter, 40A: 1 per site

l. Support Equipment (Air Handlers, UPS, Fiber Optics,
Cable)
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(1)  CDS 53A/CDS 63A, Multiprogrammers:
4 per site, 2 at Hub

(2)  Orderwire Phone: 4 per site

(3)  LUSKEY-AIRE Air Conditioning

m. Communications Transmission Equipment

(1)  NEC DS3 Mux, RC-28D: 1 per site

(2)  NET DS1 Mux, ADNX-48: 1 per site, 4 at Hub

(3)  KG-95R: 2 per site, 33 at Hub

n. Other

(1)  HARRIS, External Call Annunciator: 1 per site

(2)  Fireberd 2000 (Genlock): 1 per site

(3)  HP 506/A Cosium Beam - 2 at Hub

2. Software.

a. Commercial

(1)  DEC VAX/VMS (version 5.3)

(2)  DECnet Phase IV (bundled w/vms 5.3)

(3)  DEC Code Management System (CMS) (version 3.3)

(4)  DEC Control Language (SVTS Support System)

(5)  GENSYM G2 (version 3.0)

(6)  GENSYM Standard Interface (GSI) (version 3.0)

(7)  GKS Graphics Package (version 4.1)

(8)  IEX-VMS-Driver (version 4.2)

(9)  Router Server Software (version 1.2)

(10)  VAX FMS (version 2.4)

(11)  VAX PASCAL (version 4.1)
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(12)  DATABEAM Dbix (version 3.0)

b. SVTS Unique (approximately 200,000 SLOC)

(1)  VGC(KMS)

(2)  CHECKSUM Utility

(3) VAX PASCAL (NCP, UCT, HCP)

(4) Borland Turbo PASCAL (gateway control software)

(5) Application Bridge Code and SVTS Monitoring S/W
(G2)

3. HUB CONTROLLER COMPUTER-BASED TRAINING SYSTEM

a. Hardware

(1)  NEC 19" Color Monitors

(2)  100 MHZ COMPAQ Multimedia Workstations

b. Software

(1) Computer Teaching Corporation, TENCORE (version
5.0)

(2)  Hub training software

(3)  MS DOS (version 5.0)


